
USE ONLY WITH A 250V FUSE

~220V /50Hz ONIX ENGLAND ELECTRONICS LTD
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FUSE

100V - 120V: T16AL

220V - 240V: T10AL

MODEL: OIA92
POWER CONSUMPTION: 600W
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SERIAL  NO.:

MONO AMP XLR

MONO AMP RCA

1 3 42

5 6 107 14 17118 9 12 13 15 16

ON / STANDBY

VOLUMEINPUT

INTEGRATED  AMPLIFIER  OIA92

3

1 32 4 65

Names of Parts

1. Signal selection button

2. Display window

3. Standby contact switch (the whole metal bar)

4. Standby indicator light

5. Remote control receiving window

6. Volume adjusting knob

1. Bluetooth antenna

2. USB DAC signal input interface

3. OPTICAL signal input interface

4. COAXIAL signal input interface

5. Right sound channel speaker output interface

6. XLR signal input interface

7. Mode selection switch (built in STEREO)

8. Gain switch

9. Ground terminal

10. 

11. PHONO player signal input interface

12. CD signal input interface

13. AUX signal input interface

14. Main power switch

15. BYPASS pass signal input interface

16. PRE AMP signal output interface

17. Right sound channel speaker output interface

AC input socket (fuse attached)

I. Stereo Mode


